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Article numer:

8010675332D

raked cator 100 mm, total top rake, TP-tre, conductiv

wivel racket with total top rake. Injection moulded platic racket in gre PA6-GF35 with all earing in the wivel head. Top plate fitting. Wheel
axle with nut. Wheel with gre TP-tre. Hu made of gre PP with threadguard. all earing. D.

Image ma differ from the actual product.*

DIMNION

PCIFICATION

Diameter 100 mm

Totalt height 147 mm

Load Capacit (dnamic) 100 kg

Cator model rake

Fitting Top plate

Material Tread TP

earing all earing

Plate ize 77x67 mm

CC Ditance 59x49 mm

Thread hardne (hore°) 85° hore A

rake Total rake

Width of tread 32 mm

Material Hu Polproplen (pp)

Top Hole 12x8,5 mm

D Ye

Wheel Pattern N 12530

Color Tread Gra RAL 7012

Tettandard N 12530

Offet 45 mm

all earing 6202-ZZ

Materialthickplate 2.5 mm

wivel radiu 95 mm

Temperature Range -20°C to +50°C

D Conductive (≤ 1 MΩ)

Numeric value in the technical pecification can e nominal/rounded
to the cneare tandard dimenion. To ee exact value, pleae ue the
drawing.


